INDOOR / ARCHITECTURAL
LUMINAIRES / CIRCLE

Item code 85.A003.2301.02

« Installation and wiring of luminaire must be in accordance with all applicable local codes.
« Installation, inspection, and maintenance of luminaires should be performed by a qualified

electrician.

* DO NOT make or alter any open holes in the luminaire. Do not modify the luminaire.

* DO NOT install damaged product.

* Make sure electrical power is OFF before and during installation and maintenance.
* Make sure the equipment is properly grounded.

* Make sure the supply voltage is same as the rated fixture voltage.
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Connector

8  Screws

First, connect the wire.
Second, install the connector.
Third, fix the screws

First, connect the wire.
Second, install the connector.
Third, fix the screws.
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Install the terminals of the pendant suit.

Install the Lamp as the picture shows.

Install the profiles top
cover.

QO T Screws

After install the profiles
top cover, fixed them with
screws.
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Dimming wire

Small box

GND
DIM4{DAT)
DIM-(DA2)

Gonnect the wires correctly as above showing.

installation

Input wire
AC-

Color for wires N AC-L
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Fill the gap with our Make glue smooth with a Install the small box as above showing. Finished
glue. scraper.
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o - Second, fixed the terminals of the pendant suit and
First, make marks on the ceiling,then dig holes. bl i sereis
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