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Item code 86.D148.1433.01

« Installation and wiring of luminaire must be in accordance with all applicable local codes.
« Installation, inspection, and maintenance of luminaires should be performed by a qualified

electrician.

* DO NOT make or alter any open holes in the luminaire. Do not modify the luminaire.
* DO NOT install damaged product.
* Make sure electrical power is OFF before and during installation and maintenance.
¢ Make sure the equipment is properly grounded.

* Make sure the supply voltage is same as the rated fixture voltage.
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1_] Open the ceiling hole in accordance
to the given luminaire cut hole size.

The suitable false/plaster ceiling

thickness shall be 2-25mm.

¢

[ 2 | Detach the frame.jed module and
reflector of the luminaine .
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[ 3 Je the frame to the ceiing and fix it

frame.

ﬂ Apply white paint and cover the

ﬂ Tum off the main switch.
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6 | Disconnect the electrical power,
connect the electrical "L" and "N”
wire to led driver.

ﬂ Inser the driver and luminaire led
module into the frame hole.

iJ Install the driver, and the lamps
should be installed as shown in the
figure.

9 | Insert the reflector into the groove
slot. Complete the installation and
dean the surface of the luminaire.
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10 | Luminaire is ready to connect to
eledrical power.
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