OUTDOOR / SPIKE SPOT LIGHT /
TUBEO-R / TUBEO-R

* Installation and wiring of luminaire must be in accordance with all applicabie local codes.

Item code 86.0504.5331.01

* Installation,inspection,and maintenance of luminaires should be performed by a qualified electrician.

* DO NOT make or alter any open holes in the luminaire Do not modify the luminaire.

* DO NOT install damaged product.

* Make sure electrical power is OFF before and during installation and maintenance.

* Make sure the equipment is properly grounded.

* Make sure the supply voltage is same as the rated fixture voltage.

LAVOV

LI GHTING

P
220VAC 7N 24VDC .
@) - TGP
D J o Blue(DC-)
- P2 %) Black(DMX512+)
%SEE&"”W‘*"\-\. & [P Gray(DMX512-)
Blue(N) Green rolling yellow(GND) -‘
220VAC Green rolling yellow(GND) - - H E
Input W CONNECTOR: - E
I i . a )i 20MC ey \
N— | [ " - 'l Al it 2evoc ‘ H
— | £ Output
GND N— =ELS . =
oo |3 e [y
0 Black(DC-
24VvDC
2 core power: e a\mree(f)uwec
Red(L) Black(N)
Blue(N) \ e ing yellow(GND)
- DMX 512 Signal
220VAC i L=
"I‘_p”‘ [ 24VDC - i .
| Output a i .
N # =6 | [ | .. o b
GND | o DMX 512 Signal
24VDC —
— 4 core power - @ %ﬁ{gf Signal }w
Black(DC+) @Z i - \‘ Amplifier
Red(R-) z ¢ =,
Green rolling yellow(G-) —
Blue(B-) =0
220VAC B
Input LED
[/ Controller |
[o o of

CONNECTOR:
1P&8

b | SEIE | vam |25

512IC Chip: TM512AC

DMX 512
| Master Control

- | CIEIC | eSS V—

— S SECHONEN G | a—

Maximum
10PCS~12PCS lamps
‘ ‘ Distance 30~50m
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[ ] 10PCS~12PCS lamps
H* Distance 30~50m
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info@lavovlighting.com
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