INDOOR / RECESSED FIXTURES /
SKYPANEL / SKY PANEL DC

&

« Installation and wiring of luminaire must be in accordance with all applicable local codes.
« Installation, inspection, and maintenance of luminaires should be performed by a qualified

electrician.

Item code 86.R021.4561.01

* DO NOT make or alter any open holes in the luminaire. Do not modify the luminaire.

* DO NOT install damaged product.

* Make sure electrical power is OFF before and during installation and maintenance.
¢ Make sure the equipment is properly grounded.
* Make sure the supply voltage is same as the rated fixture voltage.

Recessed Plasterboard Cut Hole Ceiling Installation
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Take the panel out of the box and protective bag,

Remove the protective film.

Cuta square hole in the ceiling 10mm smaller than  Connect the LED Driver to AC mains.

the LED Panel
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Screw the springs. loptional Locked by defoult)
If String Closely installation, need to change the
position of the springs.

Connect the DC connector from driver to panel.

Push the Lightinto the ceiling with the springs raised. turnon the skuylight.

Poy attention to the direction of light.

Tear off the protective film of the lampshode and
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INDOOR / RECESSED FIXTURES /
SKYPANEL / SKY PANEL DC Item code 86.R021.4561.01 LAVOV
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Installation Location

Oblique lllumination

| M=1.7H
DITBC.t . Suggestion:
[llumination The location is close to the wall.
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