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Installation-Profile connection
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First, connect the wire.
Second, install the connector.
Third, fix the screws.

o _— 0.
fo// Connector {ﬁ/ Connector ——
B Screws & m» Screws ui

First, connect the wire.

Second, install the connector.

Third, fix the screws.

B Screws . 5

After install the profiles
top cover, fixed them with
SCrews.

Install the profiles top
cover.

Installation-Cover

2]

Make glue smooth with a
scraper.

Fill the gap with our - B
glue. - |

Installation-End cap

! Screws

End cap B Fixed the end cap to the end

of profile with screws.
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Installation-Screws ceiling
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First, make marks on the ceiling,then dig holes.

2]

(

The lamp top cover.

@ If the driver is dimming & external

installation

Dimming wire

B -3¢vDC M LED+
|

Input wire
AC~

LED-

Connect the wires correctly as above showing.

D

If the driver is non-dimming & external installation

=

Input wire
AC-

-36VDC I LED+

N LED-

Connect the wires correctly as above showing.

Install the lamp with screws.

L 2>

Install the cover.

Finished.
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Codigo articulo 86.A002.2403.01

’
x Npcs

First, make marks on the ceiling,then dig holes.

For Big box

I e

Second, fixed the terminals of the pendant suit and
box holder with screws

x Npcs

Install the terminals of the pendant suit.

Install the lamp as the picture shows.

If the driver is non-dimming & external installation

@ If the driver is dimming & external installation

Dimming wire

Input wire
AC~

N LED+
I LED-

Connect the wires correctly as above showing.

Input wire
Big box AC~

-3VDC [ LED+
EE LED-

Connect the wires correctly as above showing

L)

Wmﬁ%
Ju X2pcs

-

Install the big box as above showing.

Finished
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Installation-C Clip ceiling
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e

First, make marks on the ceiling,then dig holes.

The lamp top cover.

TTrT TR TT7777
I/f// /f/’///{/ /11 «//I/ 1/ /”f // f«’/ r‘/‘l:f/" i /1‘ /4
e - xNpcs
L

Install the clip on ceiling.

Input wire

Ceiling

P 72N
[ A, )
\ M L‘j"
\ 3
S

Install the lamp as above showing.

@

If the driver is dimming & external installation

Dimming wire

-36VDC

Input wire

AC~
B B LED+
. LED-

Connect the wires correctly as above showing.

@ If the driver is non-dimming & external installation

Input wire
AC~

B LED+

3 -36VDC
I LED-

Connect the wires correctly as above showing.

Finished.
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