OUTDOOR / EMPOTRABLES DE SUELO

/ ING-ASSY

STEP 1

Caodigo articulo 86.0IN6.3351.07

STEP 2

LAVOV

LI GHTING

STEP 4

After placing the embedded bucket into the hole, keep
it level with the ground, and the power cord needs to
pass through the embedded bucket

Note: The thickness of the gravel must ticker than 25mm

Thread one end of the power cord and the other end of
the lamp power cord into the waterproof connector (IP68) |
cconnect the power cord, and then lock the waterproof
connector, leaving enough length for easy maintenance

Angle diagram

Turning the angle knob left and right can obtain
different angles (0 °~30 °).

Place the long power cord in the pre embedded
bucket, then place the light fixture into the pre
embedded bucket and tighten the screw.

CONNECTION DIAGRAM

220VAC
3 core power:__—
Brown (L)
220VAC Blue (N)
Input Green rolling yellow (GND)
L
N
GND
24VDC
2 core power : I
Red (DC+) _—
Black (DC-)
24VDC
_ Output ”
——
T i
24VDC
RGB
4 core er:
Black (DC+)
Red (R-)
Green roling yellow (G-)
Blue (B-)
24VDC
_Output
=

Jooof

24VDC
5 core power:
DMX512 Red (DC+)
Black [SDC—)
Blue (DMX512+) DY
Yellow (DMX512-)
Green (Pl
Masdmum
220VAC 10PCS~12PCS lamps
Miput = || 2avnC Distance 30~50m
Output -
=< o] - - - H
512IC Chip: TM512AC
STeoseoscocococo ol
T ——
- R -
. : I N 220vAC
" . DMX 512 Input
Master Control GND
DMX 512 Signal
L)
24VDC
[ Signal
oy Output _ Amplifier
s —x
S o ..
1P68.
Maximum
10PCS-12PCS lamps
Distance 30~50m

=
e~ 7

LAVOV

LI GHTING

info@lavovlighting.com

lavovlighting.com


mailto:info@lavovlighting.com
https://lavovlighting.com/es

