EXTERIEUR / LUMINAIRES
SUBMERSIBLES / FOUNTAIN

Code article 86.0U02.2311.07
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hi CONNECTOR: -
- P68 CONNECTOR:
P68
Install the nozzle head on the pipe of the Twist the lamp into the nozzle head in the Connet the power supply and fixtures cable Then lock the waterproof connector.
water outlet. direction of the spiral teeth. using IP connector. Make sure the
waterproof is good.

CONNECTION DIAGRAM

220VAC
3 corepower:__ ——
Brown (L)
220VAC Blue (N)
Input Green rolling yellow (GND)
L
N
GND
24VDC
2 core power :
Red (DC+) ——
220VAC Black (DC-)
Input
LF’ = éqvoc
= ey i utput +
N T e—
=8 &3 *
GND
24VDC
RGB
4 core er:
Black (DC+)

Red (R-)
Green roling yellow (G-)
Blue (B

\

24VDC
& _Output

fo o of

5 core power:
Red (DC+)

Black (DC-)
Blue (DMX512+)
Yellow (DMX512-)
Green (Pl

24VDC
Output

DMX 512 Signal

512IC Chip: TM512AC

DMX 512

DMX 512 Signal

| Master Control

EELECE LT )

GND

Maximum
10PCS~12PCS lamps
istance 30~50m

Maximum
10PCS~12PCS lamps
istance 30~50m
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